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1" CURBHEAD TAPER ON
/ \ EACH SIDE OF OPENING,
{ 1/ 2" THICK EXPANSION MATERIAL —* APPROX. 2:1 SLOPE
\ |} CURBHEAD OPENING, WIDTH 30' MAXIMUM —] I
-t GUTTER FLOWLINE SEE NOTE 1 INSTALL TIE BARS,
~=— FORFLARE —= EVENLY SPACED
-1 WIDTH
| | |  FLANGE | LINE | |
STREET PAVEMENT <~
INSTALL TIE BARS,
30" CENTER TO CENTER,
WHERE ABUTTING STREET
PLAN VIEW PAVEMENT IS AT LEAST 6"
NO SCALE THICK CONCRETE
NOTES:

1. FLARE WIDTH SHALL BE EITHER 4' OR EQUAL TO 1/2 THE EXTENT OF THE TERRACE (ROUNDED TO THE NEAREST
FOOT), WHICHEVER IS LESS.

2. WHERE POSSIBLE, DRIVE APPROACHES SHALL BE CONSTRUCTED SO THAT 8" OF WATER DEPTH IN THE GUTTER
FLOWLINE CANNOT LEAVE THE CITY PUBLIC RIGHT-OF-WAY. EXCEPTIONS MUST BE APPROVED IN WRITING BY THE
ENGINEERING SERVICES.

3. SIDEWALK SECTION IS OPTIONAL WHERE NO PUBLIC SIDEWALK EXISTS. IF THE OPTIONAL SIDEWALK SECTION IS
OMITTED THEN A STRAIGHT GRADE MAY BE BUILT FROM BACK OF CURB TO 15' BACK OF CURB FACE OR TO THE
RIGHT-OF-WAY (PROPERTY) LINE, WHICHEVER IS LESS; SLOPE SHALL BE 12:1 OR LESS.

(VERTICAL DIMENSION EXAGGERATED FOR CLARITY)

STANDARD SLOPE ON WALK
7" THICK CONCRETE

(MIN.)

SECTION IS 1.5% (2% MAX.), WHERE
PUBLIC WALK EXISTS, SEE NOTE 3

SLOPE ON
APPROACH SHALL
BE 12:1 OR LESS

EDGE OF
APPROACH
FLARE

BE 1/2" HIGHER THAN TOP OF CURB
ALONG THE JOINT BACK OF CURB

CONSTRUCT APPROACH SURFACE TO

CURB & GUTTER SECTION MAY BE POURED
INTEGRAL WITH THE APPROACH CONCRETE;
OMIT THE JOINT WITH EXPANSION MATERIAL
AT THE BACK OF CURB AND DISREGARD THE
REQUIREMENT TO CONSTRUCT APPROACH
SURFACE 1/2" HIGHER THAN TOP OF CURB

WHERE EXISTING GUTTER PAN HAS AN ASPHALT OVERLAY

)]
o‘\n:
<
o/m
w
= ouw
=z
w4
o=
X0
nD:i
14
—'w Py o
wo IF OZ
m3 OE EES
o w (14 xOnw <2 <
= < Wzoo cO0 =2
w3 R = ro >
O W S590zx g2 =%
ZE F ox>uW <F Ig
=z sl T w »
oy T XE 55 w
= momo OLIJ > >
AR EEn 2 30
Z 2<5m ES zo
O=oi @ wZ
o w =
= zZ< 2E
ge2Q 85 Ou
2z2E °©" 5X
FOS? ¢
OWEO T
Z(.) o
owmw n
Own <

CITY OF WAUWATOSA

ENGINEERING SERVICES DIVISION

DETAIL D1: TYPICAL DRIVEWAY & ALLEY
APPROACH - P.C. CONCRETE

REVISED MAY, 2020




